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Advanced user-friendliness
Maximum comfort
Increased performance, service life 
and ef� ciency

PRO

Increased performance, service life 
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User-friendly
Big and blockable pivot 
wheels

Flexibility
Double outlet

Performance
Standard aftercooler

PRO A29B 100 CM2
2 hp, 100 litres

Model Part number L Confi g. l/min HP kW rpm Volts Bars dB(A) L x W x H (mm) kg

PRO A29B 27 CM2 4116024264 27 C 255 2 1.5 1075 230/1/50 10 93 810 x 390 x 710 43

PRO A29B 27 CT2 4116024265 27 C 255 2 1.5 1075 400/3/50 10 93 810 x 390 x 710 43

PRO A29B 50 CM2 4116024266 50 C 255 2 1.5 1075 230/1/50 10 93 870 x 370 x 780 49

PRO A29B 50 CT2 4116024267 50 C 255 2 1.5 1075 400/3/50 10 93 870 x 370 x 780 49

Single stage belt driven compressors

PRO A29B Range
Higher manoeuverability and lower operating
temperatures.

Applications

I

Innovative design
The special belt 
guard design 
improves the air 
cooling

Durability
Slow speed pump reducing 
operating temperature

* 60Hz versions available on request
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PRO A29B 50 CM2
2 hp, 50 litres

PRO A29B 150 CM2
2 hp, 150 litres

Slow speed, low 
temperature and less noise

Safe and strong handle for 
easy moving

Large and easy to operate 
drain valve

Model Part number L Confi g. l/min HP kW rpm Volts Bars dB(A) L x W x H (mm) kg

PRO A29B 100 CM2 4116024568 100 C 255 2 1.5 1075 230/1/50 10 93 1010 x 415 x 900 56

PRO A29B 100 CT2 4116024569 100 C 255 2 1.5 1075 400/3/50 10 93 1010 x 415 x 900 56

PRO A29B 150 CM2 4116024536 150 C 255 2 1.5 1075 230/1/50 10 93 1375 x 420 x 950 87

PRO A29B 150 CT2 4116024537 150 C 255 2 1.5 1075 400/3/50 10 93 1375 x 420 x 950 87

* 60Hz versions available on request
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Safety
Blockable pivot 
wheels

PRO A39B 200 CT3
3 hp, 200 litres

Single stage belt driven compressors

PRO A39B Range
Reliable power and performance in combination 
with user-friendly features.

Performance
Great air� ow over 
the pump

Reliability
Reduced wear 
thanks to great 
cooling

Manoeuverability
Strong handle with 

rubber grip

Model Part number L Confi g. l/min HP kW rpm Volts Bars dB(A) L x W x H (mm) kg

PRO A39B 100 CM3 4116024278 100 C 393 3 2.2 1050 230/1/50 10 93 1180 x 460 x 930 72

PRO A39B 100 CT3 4116024279 100 C 393 3 2.2 1050 400/3/50 10 93 1180 x 460 x 930 72

PRO A39B 150 CM3 4116024280 150 C 393 3 2.2 1050 230/1/50 10 93 1375 x 420 x 950 87

PRO A39B 150 CT3 4116024281 150 C 393 3 2.2 1050 400/3/50 10 93 1375 x 420 x 950 87

PRO A39B 200 CM3 4116024282 200 C 393 3 2.2 1050 230/1/50 10 93 1500 x 470 x 1110 91

Applications

I

* 60Hz versions available on request
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PRO A39B 150 CM3
3 hp, 150 litres

PRO A39B 270 CT4
4hp, 270 litres

Slow speed, low 
temperature and less noise

Unique innovative belt guard 
design to improve cooling

Reliable and easy to use

Model Part number L Confi g. l/min HP kW rpm Volts Bars dB(A) L x W x H (mm) kg

PRO A39B 200 CT3 4116024283 200 C 393 3 2.2 1050 400/3/50 10 93 1500 x 470 x 1110 91

PRO A39B 270 CM3 4116024285 270 C 393 3 2.2 1050 230/1/50 10 93 1530 x 595 x 1160 138

PRO A39B 270 CT3 4116024286 270 C 393 3 2.2 1050 400/3/50 10 93 1530 x 595 x 1160 138

PRO A39B 200 CT4 4116024166 200 C 486 4 3 1300 400/3/50 10 96 1500 x 470 x 1110 91

PRO A39B 270 CT4 4116024287 270 C 486 4 3 1300 400/3/50 10 96 1530 x 595 x 1160 138

* 60Hz versions available on request
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PRO B5900B 270 CT5,5
5.5 hp, 270 litres

Double stage belt driven compressors 

PRO B4900-B7000 Range
Double compression for improved effi ciency and 
higher pressure.

User-friendly
Easy to read oil level 

gauges

Performance
Proven and reliable
technology

Durability
Strong components

Model Part number L Confi g. l/min HP kW rpm Volts Bars L x W x H (mm) kg

PRO B4900 200 CT4 4116019571 200 C 514 4 3 1400 400/3/50 11 1500 x 450 x 960 140

PRO B4900 200 FT4 4116019576 200 F 514 4 3 1400 400/3/50 11 1500 x 450 x 960 137

PRO B4900 270 CT4 4116019626 270 C 514 4 3 1400 400/3/50 11 1530 x 600 x 1160 147

PRO B4900 270 FT4 4116019632 270 F 514 4 3 1400 400/3/50 11 1530 x 600 x 1160 144

PRO B5900B 200 CT5.5 4116019696 200 C 653 5.5 4 1400 400/3/50 11 1580 x 580 x 1150 164

PRO B5900B 200 FT5.5 4116019700 200 F 653 5.5 4 1400 400/3/50 11 1580 x 580 x 1150 161

PRO B5900B 270 CT5.5 4116019770 270 C 653 5.5 4 1400 400/3/50 11 1575 x 680 x 1150 170

PRO B5900B 270 FT5.5 4116019781 270 F 653 5.5 4 1400 400/3/50 11 1575 x 680 x 1150 167

PRO B5900B 500 CT5.5 4116019806 500 C 653 5.5 4 1400 400/3/50 11 2030 x 670 x 1400 222

PRO B5900B 500 FT5.5 4116019812 500 F 653 5.5 4 1400 400/3/50 11 2030 x 670 x 1400 219

Applications
I

* 60Hz versions available on request
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Model Part number L Confi g. l/min HP kW rpm Volts Bars L x W x H (mm) kg

PRO B6000 270 CT7.5 4116020182 270 C 827 7.5 5.5 1400 400/3/50 11 1520 x 600 x 1250 180

PRO B6000 270 FT7.5 4116020190 270 F 827 7.5 5.5 1400 400/3/50 11 1520 x 600 x 1250 177

PRO B6000 500 CT7.5 4116020226 500 C 827 7.5 5.5 1400 400/3/50 11 2030 x 670 x 1400 263

PRO B6000 500 FT7.5 4116020243 500 F 827 7.5 5.5 1400 400/3/50 11 2030 x 670 x 1400 260

PRO B7000 270 CT10 4116020782 270 C 1210 10 7.5 1300 400/3/50 11 1520 x 600 x 1250 199

PRO B7000 270 FT10 4116020790 270 F 1210 10 7.5 1300 400/3/50 11 1520 x 600 x 1250 196

PRO B7000 500 CT10 4116020835 500 C 1210 10 7.5 1300 400/3/50 11 2030 x 670 x 1400 282

PRO B7000 500 FT10 4116020855 500 F 1210 10 7.5 1300 400/3/50 11 2030 x 670 x 1400 279

PRO B7000 900 FT10 4116020796 900 F 1210 10 7.5 1300 400/3/50 11 2070 x 800 x 1570 337

PRO B4900 200 CT4
4 hp, 200 litres

PRO B6000 500 CT7,5
7.5 hp, 500 litres

Double stage pump with 
cast iron cylinder for longer 
service life

Rubber grip handle with 
large jockey wheels for easy 
moving

Finned aftercooler for lower 
temperature compressed air 

* 60Hz versions available on request
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PRO B6000 500 CT5.5
5.5hp, 500 litres, low-speed

Double stage belt driven compressors 

PRO Low-speed Range
Standard double stage belt driven compressors with 
low-speed operation. 

Extra comfort
Less noise thanks to 

the lower speed

Reliability
Lower speed reduces 
the wear and increases 
the lifetime

Easy to move
Large pivot wheels with 
breaks

Model Part number L Confi g. l/min HP kW rpm Volts Bars L x W x H (mm) kg

PRO B6000 270 CT5.5 4116020179 270 C 660 5.5 4 1100 400/3/50 11 1520 x 600 x 1250 171

PRO B6000 500 CT5.5 4116020225 500 C 660 5.5 4 1100 400/3/50 11 2030 x 670 x 1400 232

PRO B6000 500 FT5.5 4116020242 500 F 660 5.5 4 1100 400/3/50 11 2030 x 670 x 1400 229

Applications
I

* 60Hz versions available on request
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PRO B7000 500 FT7.5
7.5 hp, 500 litres, low-speed

Strong pump running at 
lower speed, increasing 
lifetime

Robust and safe belt guard

Model Part number L Confi g. l/min HP kW rpm Volts Bars L x W x H (mm) kg

PRO B7000 270 CT7.5 4116020778 270 C 1023 7.5 5.5 1100 400/3/50 11 1520 x 600 x 1250 194

PRO B7000 270 FT7.5 4116020789 270 F 1023 7.5 5.5 1100 400/3/50 11 1520 x 600 x 1250 191

PRO B7000 500 CT7.5 4116020834 500 C 1023 7.5 5.5 1100 400/3/50 11 2030 x 670 x 1400 277

PRO B7000 500 FT7.5 4116020852 500 F 1023 7.5 5.5 1100 400/3/50 11 2030 x 670 x 1400 274

PRO B7900 500 FT10 4116023545 500 F 1130 10 7.5 900 400/3/50 11 2030 x 680 x 1400 295

* 60Hz versions available on request


