
Extremely low noise levels
Epoxy paint
Compact size.

cleanAIR
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The constructive technology

- Oil-free compression that ensures clean and oil-
free air.

- Direct motor/pump unit connection with minimal 
transmission losses and optimal performance.

- Electric motor with automatic thermal protection 
for safe operation.

- High-capacity fan for optimum cooling.

CLR 15
1.5 HP, 2-cylinders

CLR 20
2.0 HP, 2-cylinders

CNR 75-100
7.5-10 HP, 2-cylinders

CLR 25
2.5 HP, 4-cylinders
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Model Part number Units 
No.

Air 
intake

FAD @ 
5bar Motor

rpm
Voltage Tank

Confi g
Press. Noise 

level Dimensions    Weight

l/min l/min HP kW V/Hz/Phases L BAR dB(A) L x W x H mm Kg

CLR 15/25 4116 0922 55 1-2 240 125 1.5 1.1 1400 230/1/50 25 F 8 70.8 470x430x665 31

CLR 15/50 4116 0922 59 1-2 240 125 1.5 1.1 1400 230/1/50 50 F 8 70.8 450x470x850 36

CLR 20/25 4116 0922 57 2-3 350 155 2.0 1.5 1400 230/1/50 25 F 8 73.6 470x470x700 49

CLR 20/50 4116 0922 61 2-3 350 155 2.0 1.5 1400 230/1/50 50 F 8 73.6 450x470x850 40

CLR 25/50 4116 0922 89 4-5 480 240 2.5 2 1400 230/1/50 50 F 8 77 640x470x890 52

Open frame versions with or without dryer

cleanAIR and 
cleanAIR T
All CleanAIR compressors 
are designed for intensive 
use for up to 50% of the 
time.

The adsorption dryer 
versions (PDP -40°) 
equipped with silica gel 
remove any traces of 
humidity from the air. CLR 15/50

1.5 hp, 50 litres

CLR 15/25 T
1.5 hp, 25 litres, dryer

CLR 25/50 T
2.5 hp, 50 litres, dryer

Oil free

Conformity
HTM 2022

Internally coated 
vessels

Silent and high effi cient fan 
cooling

Absorption dryer
(only on versions CLEAN-AIR T)

Model Part number Units 
No.

Air 
intake

FAD @ 
5bar Motor

rpm
Voltage Tank

Confi g
Press. Noise 

level Dimensions    Weight

l/min l/min HP kW V/Hz/Phases L BAR dB(A) L x W x H mm Kg

CLR 15/25 T 4116 0922 56 1-2 240 125 1.5 1.1 1400 230/1/50 25 F 8 70.8 525x470x665 43

CLR 15/50 T 4116 0922 60 1-2 240 125 1.5 1.1 1400 230/1/50 50 F 8 70.8 600x470x850 47

CLR 20/25 T 4116 0922 58 2-3 350 155 2.0 1.5 1400 230/1/50 25 F 8 73.6 550x470x700 50

CLR 20/50 T 4116 0922 62 2-3 350 155 2.0 1.5 1400 230/1/50 50 F 8 73.6 600x470x850 54

CLR 25/50 T 4116 0922 90 4-5 480 240 2.5 2 1400 230/1/50 50 F 8 77 640x470x890 60

CLR 15/25 T CLR 25/50 T

With dryer

Without dryer

* 60Hz versions available on request

* 60Hz versions available on request
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Model Part number Units 
No.

Air 
intake

FAD @ 
5bar Motor

rpm
Voltage Tank

Confi g
Press. Noise 

level Dimensions    Weight

l/min l/min HP kW V/Hz/Phases L BAR dB(A) L x W x H mm Kg

CLR 15/30 S 4116 0922 67 1-2 240 125 1.5 1.1 1400 230/1/50 30 F 8 64.1 650x440x760 68

CLR 20/30 S 4116 0922 69 2-3 350 155 2.0 1.5 1400 230/1/50 30 F 8 64.1 650x440x760 72

CLR 15/30 S T 4116 0922 68 1-2 240 125 1.5 1.1 1400 230/1/50 30 F 8 64.1 730x440x760 75

CLR 20/30 S T 4116 0922 70 2-3 350 155 2.0 1.5 1400 230/1/50 30 F 8 64.1 730x440x760 79

CLR 15/30 S
1.5 HP, 30 litres, silent

Comfort
Silent cover

for quiet operations

Versions with silencing box

cleanAIR S 
cleanAIR ST
The silent hood reduces the noise up to 10 decibels 
for even quieter and more comfortable operation. 
The cutting edge design ensures effi cient cooling, low 
operating temperatures and long service life.

Applications

CLR 20/30 ST
2.0 hp, 30 litres, silent, dryer

Completely oil free 
pump unit

Pump unit mounted on 
anti-vibration devices

Cyclone separator as standard 
(only on versions with dryer)

* 60Hz versions available on request


