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PRO B5900B 270 VT5.5
5.5 hp, 270 litres, vertical

Single and double stage belt driven compressors

PRO Vertical Range
Vertical air receivers provide a space saving solution 
in the workshops.

Durability
Strong heavy-duty 

components

Performance
Double stage high air 
volume pump

Space saving dimensions
Small footprint

Model Part number L Confi g. l/min HP kW rpm Volts Bars L x W x H (mm) kg

PRO A39B 150 VM3 4116024163 150 V/F 393 3 2.2 1050 230/1/50 10 850 x 970 x 1950 160

PRO A39B 150 VT3 4116024162 150 V/F 393 3 2.2 1050 400/3/50 10 850 x 970 x 1950 160

PRO B4900 150 VT4 4116024560 150 V/F 514 4 3 1400 400/3/50 11 850 x 970 x 1950 180

PRO B4900 200 VT4 4116024561 200 V/F 514 4 3 1400 400/3/50 11 850 x 970 x 2050 185

PRO B5900B 200 VT5.5 4116024563 200 V/F 653 5.5 4 1400 400/3/50 11 850 x 970 x 2050 205

PRO B5900B 270 VT5.5 4116017006 270 V/F 653 5.5 4 1400 400/3/50 11 850 x 970 x 2100 210

PRO B6000 270 VT7.5 4116017001 270 V/F 827 7.5 5.5 1400 400/3/50 11 850 x 970 x 2100 242

PRO B7000 270 VT10 4116017002 270 V/F 1210 10 7.5 1300 400/3/50 11 850 x 970 x 2100 261

Applications

I

* 60Hz versions available on request
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PRO A39B 150 VM3
3 hp, 150 litres, vertical

PRO B7000 270 VT10
10 hp, 270 litres, vertical

Slow speed, low noise

Optimal cooling for 
increased reliability

Minimum side play

Large condensate
drain


